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LOW VISCOSITY EPOXY FORMULATION FOR INJECT
AT LOW TEMPERATURES 

 
 
DESCRIPTION  
 
MAXEPOX® INJECTION –R is an epoxy 
formulation of very low viscosity, for pouring 
or injecting under pressure and curing at low 
temperatures. 
 
 
USES 
  
• Injection of fissures, cracks, etc. in 

concrete. 
• Impregnation by pouring of concrete, 

wood, ceramic, etc. with high porosity. 
• Injection or pouring in holes between 

concrete and reinforcing steel plates, etc. 
• Anchorage and fixing of metallic elements 

in concrete, stone, etc. 
 
 
ADVANTAGES 
   
• Very low viscosity and adequate reaction 

speed, even at low temperatures. 
• Depending on the application, it admits the 

addition of aggregates for greater 
economy. 

 
 
APPLICATION  INSTRUCTIONS  
 
Mixing 
The components are supplied in pre-weighed 
sets, and can be used as supplied for direct 
injections. Quartz aggregates can also be 
added at a ratio of 1 / 3 parts of resin mix / 
aggregate. This proportion will depend on the 
type of application and the difficulty of doing 
the injection under pressure or placing by 
pouring. 
 
By request, and for jobs that require large 
amounts of material, it can also be supplied in 
bulk. In this case, for jobs where dosage is 

done on site, the proportion
components indicated by weig
technical data table must be
maintained. 
 
The hardener, component B, is 
the resin, component A. Make sure
of component B, to ensure a prop
Mix both components manually or
speed mixing drill, until a ho
product is achieved, both in 
appearance.  
 
Application 
It can be done either by pouri
appropriate injection equipment. In
the viscosity of the sys
consequently, the application poss
subject to manifest variations de
the temperature. MAXEPOX® INJ
R is thicker, and consequently les
the lower the temperature. Applic
not be carried out below 5 ºC, b
hardening of the system will not oc
 
Bearing in mind the high react
system, at temperatures above 
advised to use MAXEPOX® INJE
curing at ambient temperature) or
component injection pump is s
application method. 
 
Cleaning 
Working tools or stains with this p
be cleaned using MAXEPOX®  
before hardening. 

 
  

PACKAGING  
 
MAXEPOX® INJECTION  is supp
weighed sets of 1 or  2 kg.  
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STORAGE  
 
One year when stored in air-tight containers 
in a temperate and dry place, avoiding 
temperatures below 5 ºC and direct sun 
exposure. 
 
Prolonged storage and temperatures below 5 
ºC produce the crystallising of the product. 
Should this happen, in order to return the 
product to normal conditions it must be 
heated between 80 and 90 ºC while being 
regularly stirred. 

CAUTION  
 
Avoid contact with the skin, mucous 
membranes, etc. Do not inhale vapours 
produced during heating or combustion. 
Observe the usual precautions necessary for 
the application of this type of products. Use 
gloves and safety goggles during the 
applications. Stains in the skin shall be 
cleaned immediately with soap and water. Do 
not use solvents. 

 
 
TECHNICAL DATA 
 
PROPERTIES OF THE COMPONENTS  
Proportion of the components A:B (by weight) 3,33 : 1 
Proportion of resin : aggregates (max) 1 : 3 
Density component A (gr/cm3) 1,1 
Density component B (gr/cm3) 0,9 
PROPERTIES OF THE MIX  

Density at 25 ºC (gr/cm3) 1,0 
Viscosity at 25 ºC (cPs) 280 
Pot life of 100 gr at 10 / 20  ºC  (minutes) 20 / 10 
Exothermic heat 100 gr (ºC) 200 
Contraction after reaction (volume / linear) 0,55 / 0,18 
Compressive strength    (kp/cm2) 
                                                        20 ºC        2 ½ hours 
                                                          5 ºC      16     hours 
                                                        20 ºC        7     days   

 
410 
640 
1100 

Flexural strength   (kp/cm2) 
                                                        20 ºC        2 ½ hours 
                                                          5 ºC      16     hours 
                                                        20 ºC        7     days   

 
180 (plastic) 

270 
400 

Elasticity modulus at 20 ºC, 7 days (kp/cm2) 175.000 
Critical temperature   (ºC) 60 
Linear expansion coefficient (cm/ºC) 75 . 10 - 6

Adhesion to dry concrete Good  (break in concrete) 
Adhesion to damp concrete Good  (break in concrete) 
Resistance to chemical attack Excellent 
Resistance to water Excellent 

 
 

GUARANTEE 
  
The information contained in this leaflet is based on our experience and technical knowledge, obtained 
through laboratory testing and from bibliographic material. DRIZORO®, S.A. reserves the right to introduce 
changes without prior notice. Any use of this data beyond the purposes expressly specified in the leaflet will 
not be the Company’s responsibility unless authorised by us. We shall not accept responsibility exceeding 
the value of the purchased product. The data shown on consumptions, measurement and yields are for 
guidance only and based on our experience. These data are subject to variation due to the specific 
atmospheric and jobsite conditions so reasonable variations from the data may be experienced. In order to 
know the real data, a test on the jobsite must be done, and it will be carried out under the client 
responsibility. We shall not accept responsibility exceeding the value of the purchased product. For any other 
doubt, consult our Technical Department. This version of bulletin replaces the previous one. 
 
 DRIZORO, S.A. 

C/ Primavera 50-52     Parque Industrial Las Monjas 
28850 TORREJON DE ARDOZ – MADRID (SPAIN) 
Tel.  91 676 66 76  -  91 677 61 75 Fax.  91 675 78 13 
e-mail:  info@drizoro.com     Web site: drizoro.com  

 

nº 6003176 / 6003176-MA 


	ADVANTAGES
	PROPERTIES OF THE COMPONENTS
	PROPERTIES OF THE MIX
	1,0
	280
	20 / 10
	200
	0,55 / 0,18





<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /All
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveEPSInfo true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputCondition ()
  /PDFXRegistryName (http://www.color.org)
  /PDFXTrapped /Unknown

  /Description <<
    /FRA <>
    /ENU (Use these settings to create PDF documents with higher image resolution for improved printing quality. The PDF documents can be opened with Acrobat and Reader 5.0 and later.)
    /JPN <FEFF3053306e8a2d5b9a306f30019ad889e350cf5ea6753b50cf3092542b308000200050004400460020658766f830924f5c62103059308b3068304d306b4f7f75283057307e30593002537052376642306e753b8cea3092670059279650306b4fdd306430533068304c3067304d307e305930023053306e8a2d5b9a30674f5c62103057305f00200050004400460020658766f8306f0020004100630072006f0062006100740020304a30883073002000520065006100640065007200200035002e003000204ee5964d30678868793a3067304d307e30593002>
    /DEU <>
    /PTB <>
    /DAN <>
    /NLD <>
    /ESP <>
    /SUO <>
    /ITA <>
    /NOR <>
    /SVE <>
    /KOR <FEFFd5a5c0c1b41c0020c778c1c40020d488c9c8c7440020c5bbae300020c704d5740020ace0d574c0c1b3c4c7580020c774bbf8c9c0b97c0020c0acc6a9d558c5ec00200050004400460020bb38c11cb97c0020b9ccb4e4b824ba740020c7740020c124c815c7440020c0acc6a9d558c2edc2dcc624002e0020c7740020c124c815c7440020c0acc6a9d558c5ec0020b9ccb4e000200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /CHS <FEFF4f7f75288fd94e9b8bbe7f6e521b5efa76840020005000440046002065876863ff0c5c065305542b66f49ad8768456fe50cf52068fa87387ff0c4ee563d09ad8625353708d2891cf30028be5002000500044004600206587686353ef4ee54f7f752800200020004100630072006f00620061007400204e0e002000520065006100640065007200200035002e00300020548c66f49ad87248672c62535f003002>
    /CHT <FEFF4f7f752890194e9b8a2d5b9a5efa7acb76840020005000440046002065874ef65305542b8f039ad876845f7150cf89e367905ea6ff0c4fbf65bc63d066075217537054c18cea3002005000440046002065874ef653ef4ee54f7f75280020004100630072006f0062006100740020548c002000520065006100640065007200200035002e0030002053ca66f465b07248672c4f86958b555f3002>
  >>
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [595.000 842.000]
>> setpagedevice


